6.00” 27.00”
Twmjgjif/ [686mm]
PIPE SCHEDULE 80, CPVC ~15.00"
0 —138Tmm]
?,moz%om SUPPLIED
HEADER
PIPE INSULATION - % BY OTHERS
” (REQUIRED) —— MANUAL
2375 RN SHUTOFF VALVE
[603mm] K
CLEARANCE REQ'D. CHECK VALVE
TO REMOVE WIPER 1" FLEXIBLE HOSE
» +—— UPSTREAM
99.75 MODEL NC15-50
[1010mm]
17 FLEXIBLE
HOSE
8 PURGE VALVE
DISCHARGE TO DRAIN
41 aa I 17 AUTOMATICSHUTOFF
i VALVE (OPTIONAL)
[1053mm] e DRAIN
APPROXIMATE m )
SUPPLIED - 5 MICRON FILTER
BY OTHERS 20” "BIG BLUE”
(OPTIONAL)
> MANUAL SHUTOFF
WATER SUPPLY ) VALVE
(PRESSURIZED)
ANNNNN

2x NC15-50

1—ALL DIMENSIONS ARE IN
INCHES, APPROX. EQUIV.
IN METRIC [mm] INSIDE
PARENTHESIS.

2—ALL UV EQUIPMENT
AND FLEXIBLE HOSES
SHALL BE PROVIDED
LOOSE BY UV PURE.

3—PIPING, PIPE FITTINGS
AND INSULATION; MANUAL
SHUTOFF AND CHECK
VALVES SHALL BE
PROVIDED BY OTHERS.

4—FILTERS AND AUTOMATIC
SHUTOFF VALVES ARE
RECOMMENDED BUT
OPTIONAL.

FINISH

MATERIAL

UV PURE TECHNOLOGIES INC.

60 VENTURE DR., UNIT 19
TORONTO, ONTARIO
M1B 354

NAME DATE

D.P. 11 MAY 07

ELEVATION LAYOUT
2x NC15-50 w/ FILTERS
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